Publications 2010

Chmielus, M.; Rolfs, K.; Wimpory, R.; Reimers, W.; Müllner, P.; Schneider, R.: Effects of surface roughness and training on the twinning stress of Ni-Mn-Ga single crystals

Epishin A.; Link, T.; Klingelhoffer, H.; Fedelich, B.; Portealla, P.: Creep damage of single-crystal nickel base superalloys: mechanisms and effect on low cycle fatigue

Epishin, A.; Brückner, U.; Link, T.; Fedelich, B.: X-ray reflections from the gamma/gamma’-microstructure of nickel-base superalloys: effect of the plane tilting


Gall, S.; Müller, S.; Reimers, W.: Extrusion of AZ31 magnesium sheet

Gall, S.; Müller, S.; Reimers, W.: Magnesium sheet production by using the extrusion process

Huppmann, M.; Camin, B.; Pyzalla, A. R.; Reimers, W.: In-situ observation of creep damage evolution in Al–Al2O3 MMCs by synchrotron X-ray microtomography

Huppmann, M.; Lentz, M.; Brömmelhoff, K.; Reimers, W.: Fatigue properties of the hot extruded magnesium alloy AZ31

Huppmann, M.; Reimers, W.: Development of twin fractions and microstresses of the hot extruded magnesium alloy AZ31 under cyclic loading conditions

Huppmann, M.; Stark, S.; Reimers, W.: Microstructural development of the hot extruded magnesium alloy AZ31 under cyclic testing conditions
Huppmann, M; Lentz, M.; Chedid, S.; Reimers, W.:
Analyses of deformation twinning in the extruded magnesium alloy AZ31 after compressive and cyclic loading

Huppmann, M.; Reimers, W.:
Microstructure and mechanical properties of differently extruded AZ31 magnesium alloy

Huppmann, M.; Gall, S.; Müller, S.; Reimers, W.:
Changes of the texture and the mechanical properties of the extruded Mg alloy ME21 as a function of the process parameters
Materials Science and Engineering, A 528, (2010), pp. 342-354

Juricic, C.; Pinto, H.; Cardinali, D.; Klaus, M.; Genzel, C.; Pyzalla, A. R.:
Effect of substrate grain size on the growth, texture and internal stresses of iron oxide scales forming at A degrees C
Oxidation of Metals, 73, 1-2, (2010), pp. 15-41

Juricic, C.; Pinto, H.; Cardinali, D.; Klaus, M.; Genzel, C.; Pyzalla, A. R.:
Evolution of microstructure and Internal stresses in multi-phase oxide scales grown on (110) surfaces of iron single crystals at 650 A degrees C

Mühlhause, J.; Gall, S.; Müller, S.:
Simulation of the co-extrusion of hybrid Mg/Al profiles

Oddershede, J.; Schmidt, S.; Poulsen,. H. F.; Sørensen, H. O.; Wright, J.; Reimers, W.:
Determining grain resolved stresses in polycrystalline materials using three-dimensional X-ray diffraction

Oddershede, J.; Schmidt, S.; Poulsen, H. F.; Reimers, W.:
Measuring type II stresses using 3DXRD

Uhlmann, E.; Reimers, W.; Byrne, F.; Klaus, M.:
Analysis of tool wear and residual stress of CVD diamond coated cemented carbide tools in the machining of aluminium silicon alloys

Wang, H.; Colegrove, P.; Mayer, H.-M.; Campbell, L.; Robson, R. D.:
Material constitutive behaviour and microstructure study on aluminium alloys for friction stir welding